
Fully automatic six-head placement machine

 speed                             precision                         Feeder                Continuous working hours

10000Pcs/h          ≤0.01mm                        64bit                        ＞24H

Precis ion/ In te l l igence/Eff ic iency /Stabi l i t y /Convenience

Small and medium-sized enterprises mass production models



Huawei Guochuang
Let developers do research and development at ease, so that producers can 

easily do production

Product characteristics

Technical 
parameter
Model HW-T6-64F

Patch accuracy 0.05mm
Repeatloadi
ngaccuracy

0.05mm

Posit ioning
accuracy

0.01mm
Continuous
working
hours

Can work continuously> 24H without shutdown

Patch speed 9000-10000pcs/h

Patch area

490*360mm without tray--50*50mm
Scope of
patch

0201,0402,0603,0805,1206, LED beads, diode, tr iode, SOT, 30 * 30mm, pin
spacing greater than 0.3mm GFP, BGA, etc. ,  acceptable visual customization
of al ien components.490*240mm with tray--50*50mm

Pending head
system

Number of
suction mouth

6

Feed system

Quantity of
feeder

64-bit（Take 8mm Fida）

Nozzle type JUKI ORUI is  applicable
Types of
feeder

Electr ic Feeder,  pneumatic Feeder,  vibration Feeder,  IC tray,  etc

Component
Angle Support

±180° Feeder type Applicable to the YAMAHACL series Feeder

Available
element
height

≤7mm
IC material
disc digits

4tray（384posit ion）

Take the same
way

Double head with IC disk s ize L650*W330mm

Vacuum buffer
range

4.5mm
Security
system

Feeder to turn up the alarm function

Maximum trip
on the Z axis

20mm
Method of
feeding and
feeding

Automatic layout of material  distr ibution, automatic
posit ioning of material  col lection coordinates

PCB board
transfer
system

Baseline
thickness

3-5mm process edge is required in the
automatic mode

Gas supply
system

Vacuum
source

Double coi l  vacuum generator (with high speed break of
vacuum fai lure)

Orbital
regulation

Manual / electr ic automatic regulation
Vacuum
mechanism

High-speed, high-f low vacuum generator for active
destruction

Transmission
mode

Default from left  to r ight board, support both
sides of the connection function, three-step
board

Bleed
pressure

0.5-0.6mp

Security
system

Anti-static conveyor belt ,  transfer board sensor
Gas source
requirements

Oil-water separation device requires no less than 60L
external ,  dust f i l trat ion and pressure stabil ization device

Kinetic control
system

Operating
system

Based on the windows system, we independently
developed the intel l igent operating system

Vision system

Identify
equipment

1 Mark camera, 6 high-speed recognit ion cameras,  1
high-precis ion camera

Control the
host

Intel high performance processor control host Indicator 17-inch industr ial  control display

Driving system High-speed DSP drive,  an AC servo motor
How to take
photos

Fixed shot f l ight pair center

Security
system

Emergency stop button, three-color alarm l ight,  open 
cover,  s low speed / stop

Identif ication mode
6 heads identify s imultaneously and take materials
simultaneously

XY maximum
stroke

630mm*680mm
Mark point
identif ication

Manual / ful ly automatic posit ioning

XY drives the
track

Linear guide rai l  + rol l ing / grinding wire rod
(optional)

Security
detection

Leakage material  automatic correction, component Angle
automatic correction, inval id material  automatical ly thrown

XY motor
pattern

Intel l igent curve acceleration and deceleration
linear l inkage, with straight l ine insert ion
algorithm

Programming
method

Import the coordinate f i le,  one-key automatic programming, the 
optimal path planning

Exercise
protection

High wear-resistant tank chain and f lexible cable
Compatible
f i le format

The CSV / TXT f i le format can be imported directly

Circuit
protection

Leakage protector,  thermosett ing shell ,  insoluble not melt ;
excel lent interface, no cracking, leakage prevention

Power AC 220V 50/60Hz 800W

Outl ine
dimension

(Before packaging)L1310*W1340*H1320mm Weight of
Equipmen

(Before packaging)438kg

(After packaging)L1430*W1410*H1630mm (After packaging) 530kg

Software operation wizard guidance, a variety of optimization algorithms, the maximum degree of 
machine algorithm instead of manual participation, minimalist programming, simple and easy to learn, 
easy to use, one-click engineering optimization, automatic call component database, programming 
only 5 minutes.

Equipped with high-definition camera and powerful visual algorithm accurate recognition, using high-
precision AC servo motor, with high-precision screw, accuracy up to ±0.05mm.

Three-stage ，Built in component library，path optimization，Centralized material taking，Majority 
First，Speed up to 10000pcs/h.

The whole machine custom structure, smooth operation, significant noise reduction, stable and 
reliable performance, support 24h non-stop operation in continuous working state,The rate of finished 
product can reach 99.7%，Greatly reduce your loss cost.

Automatic allocation of  Suction nozzle，Automatically obtain Suction nozzle coordinates，Automatic 
layout optimization path，Component function library direct call，Rapid rep l acement engineering，
Convenient and fast.

Intelligent software

Precision drive

Efficient mounting

Structural Science

Fast and convenient


