
Four-temperature zone rail reflux welding

Accurate temperature control     Fast heating speed      Low power consumption     Simple operation

HW-R406

The solder paste on the PCB pad is melted by hot air, so as to realize the electrical connection 
between electronic components and the circuit board



总部地址：河北省石家庄市鹿泉区军鼎科技园21栋

Product features

Heating 

temperature 

area

Top 4 under 2
PCB lateral 

deviation
±2℃

Length of heating 

area
1320mm

PCB maximum 

breadth

The transverse width of 

the mesh belt is 300mm

heating unit
Vacuum ultra-long-life nickel-

chromium heater

Components 

allow for height
35mm

Heating method

Turbo-charging full hot air 

temperature area independent small 

cycle forced heating, rapid heating, 

power saving and energy saving

Transportation 

direction
Left oneself right

Control mode of 

complete 

machine

Operation panel button, 

microcomputer intelligent 

instrument PID closed-loop control / 

touch screen control

move mode
Stainless steel zigzag 

mesh belt, track

heating-up time 15 Minutes line speed

0-1200mm / min 

electronic speed 

regulation

Number of 

cooling areas
One source AC380V  50/60HZ

cooling-down 

method
Constant current forced air cooling

Start-up / normal 

power
12KW/3KW

Temperature 

control accuracy
±1℃ weight 300kg

Abnormal alarm Ultra high temperature alert
outline 

dimension
L2150×W660×H1160mm

Huawei Guochuang
Enable developers to focus on research and development, and enable producers to easily 

carry out production


